40

CONTRACT NO. 44939
F A . ; TOTAL [SHEET
RTE. " SECTION COUNTY | shiEETS| N,
PARK ROADS |  LAKE 2% | 14
18'-0” STA. T0 STA,
FED. ROID DIST, 10, _[ILLINOIS] FED. AID PROJECT

,—FOR PAINT COLOR, SEE "GATE SPECIAL”
/IN THE SPECIAL PROVISIONS
/

400"

25"

107

TR

RUAD

T

2" 0.D. STEEL PIPE —

5/-0

___or
FOOTING

"CONCRETE

-l

6" 0.D. STEEL PIPE
FILLED W/CONCRETE
(TYPICAL)

> 5

CLOSED v

_——2" LD. STEEL PIPE
(TYPICAL)

FRONT VIEW - STEEL GATE

18"-0"

NOTE:

ROAD CLOSED SIGN (R11-2), FROM THE MUTCD

LOW VOLUME SECTION, IS TO BE ATTACHED TO
THE 2” 0.D. STEEL PIPE USING A ¥ STAINLESS
STEEL BAND PER STANDARD 720001, RETRO
REFLECTING TAPE IS TO BE PLACED ON THE

2” 0.D. PIPE.

N ENTRANCE

GATE HOLDBACKS, 1% OD GALVANIZED PIPE
W/ MALLEABLE IRON DUCKBILL HOLDBACKS,
EACH SIDE

11-0"

TOP VIEW - STEEL GATE

METAL GATE
NO SCALE

“— 6 GATE POSTS,
EACH SIDE

/

CATCH DETAIL

GUYING CABLE-——

SECURE TO CLAMPS

RUBBER HOSE
578" MIN

REMOVE BURLAP FROM ——mmmrmmers

TOP 1/3 OF BALL

37 MULCH-KEEP AWAY wmme

FROM TREE BASE

EARTH RIM OR EDGING

SPECIFIED AND GENTLY
COMPACT

GUYING CABLE
SECURE TO CLAMPS

p

RUBBER HOSE
5/8" MIN

REMOVE BURLAP FROM
TOP 1/3 OF BALL

3" MULCH-KEEP AWAY
FROM TREE BASE

EARTH RIM OR EDGII

PLANTING MIXTURE AS
SPECIFIED AND GENTLY

COMPACT

IDNR PROJECT NO. 2-06-003

L NEVER CUT LEADER

- RUBBER HOSE 1/3 UP TREE
OR TO FIRST BRANCH

2X2 WOOD POST-3 PER
TREE. HEIGHT AS REQ'D
TO PROPERLY SUPPORT
PLANT. SEE NOTE 2

——TREE WRAP TO LOWEST BRANCH
TURNBUCKLE @ EACH CABLE
GUYING CABLE, 3 PER TREE.
SEE NOTE 2
f EXISTING GRADE

UNDISTURBED GROUND

STAKE TO BE 18" BELOW
TREE PIT IN UNDISTURBED
GROUND

FORM PEDESTAL W/ PREPARED SUBSOIL
TO PREVENT SETTLING

HILLSIDE TREE PLANTING DETAIL
S

N
120-

NEVER CUT LEADER

RUBBER HOSE 1/3 UP TREE
OR TO FIRST BRANCH

e 2X2 WOOD POST-3 PER TREE.
HEIGHT AS REQ'D TO

PROPERLY SUPPORT PLANT.
SEE NOTE 2

——TREE WRAP TO LOWEST BRANCH
TURNBUCKLE @ EACH CABLE

= GUYING CABLE, 3 PER
TREE. SEE NOTE 2

EXISTING GRADE
NG

Hl=—2X24 GUYING STAKE DRIVEN
I INTO UNDISTURBED GROUND

”‘T‘F; UNDISTURBED GROUND
[

STAKE TO BE 18" BELOW
TREE PIT IN UNDISTURBED
GROUND

FORM PEDESTAL W/ PREPARED

SUBSOIL TO PREVENT SETTLING

LREW__M

NOTES:
. TREE SHALL. BE SET 2 HIGHER THAN DEPTH GROWN AT NURSERY.
STAKE TREES UNDER 27" CAL. GUY TREES 2" AND OVER.

woN e

PLANT IN ACCORDANCE WITH SECTION 253 OF THE STANDARD SPECIFICATIONS
FOR ROAD AND BRIDGE CONSTRUCTION, JANUARY 1, 2007 EDITION.

EN

ALL TREES WILL BE PLANTED ON-SITE AND WITHIN RELATIVELY SHORT DISTANCE
FROM THE ROADWAY CONSTRUCTION. IDNR WILL STAKE INDIVIDUAL TREE SPECIES
LOCATIONS FOR THE CONTRACTOR WHEN LANDSCAPING WORK IS READY TO BEGIN.

&

. BRACING, WRAPPING, MULCH, PLANTING MIXTURE AND ALL WORK SHOWN ON THE DETAILS

AND DESCRIBED IN THE STANDARD SPECIFICATIONS SHALL BE INCLUDED IN THE UNIT PRICE
BID PER EACH FOR TREES OF THE SIZE AND TYPE NOTED.

REVISIONS
NAME

ILLINOIS DEPARTMENT OF TRANSPORTATION
MISCELLANEOUS DETAILS

IDOT / IDNR
REDWING SLOUGH STATE NATURAL AREA

SCALE: VERT, DRAWN BY: JdJ
NO SCALE DATE: 1r0L/06 CHECKED BY: PUM
FARNSWORTH GROUP, INC. CONSULTING ENGINEERS - BLOOMINGTON, ILLINOIS

24-7784




